
C4S        

Aperture Output Kelvin Cylinder Color Function Dimming Emergency
C4S - 4” Square Cylinder 10L - 1000 lumens 30K - 3000 Kelvin    WHT - White Paint    Blank - Downlight    Blank - 10%, 0-10V Dimming  SURF - Surface

15L - 1500 lumens 35K - 3500 Kelvin    BLK - Black Paint    WW- Lens Wall Wash  ST18 - 18” Stem

20L - 2000 lumens 40K - 4000 Kelvin         CBLE - 96” Adjustable Cable w/ Cord

4” Square Cylinder
Surface, Cable or Stem Mount
New Construction / Non-IC

ORDERING INFORMATION
ORDERING EXAMPLE: C4S20L35KBLKCBLE

PRODUCT IMAGES

Applications:
• New Construction or Retro�t Square used for Commercial or Architectural  
 applications.
• Suitable for ambient temperatures up to 35C (95F) with free air�ow   
 around �xture.

Key Dimensions
• Aperture – 4.375”
• Height – 10”
• Outside Edge – 5.5”
• Mounts to 4” Octagonal J Box

Construction:
• Square body is powder coated extruded aluminum.
• Light Engine and Driver are easily accessible for serviceabilty

Optical System:
• Aluminum Re�ector with Semi-Di�use Anodized Finish
• 80+ CRI / 3 SDCM Color Consistency
• 70% Lumen Maintenance at 50,000+ Hours
• 80 to 100 Lumens Per Watt
• Field Con�gurable Kelvin Temperature to 30K, 35K or 40K
• Lensed Wall Wash Option Available

Electrical:
• 120 thru 277v 50/60hz Input Power
• <20% THD; PF > 0.9
• EMI FCC 47CFR Part 15, Class A
• Standard 0-10v dimming to 10%
• Driver Sources up to 2ma of current to the dimming circuit
• FCC Part15, Class A

Certi�cations:
• UL Listed for Damp Locations

Warranty:
• Standard 5 Year Limited Warranty
• See www.heliosltg.com/warranty for Details.

Standard Dimensions:
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Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.403
Test Date: 2021-07-13  
Tested in accordance to IESNA LM-79-2008

PHOTOMETRICS - 20L

Fixture: C4S20L35KWHT SURF
LED: 3500Kelvin, 80+ CRI

Delivered Lumens: 2175
System Wattage: 25.6
System LPW: 85
Spacing Criteria: 1.0
 

Zonal Lumens

Degrees Candela Zone Total % Luminaire

0 1868

10 1795  175    175                8.0%

20 1578  477    652              30.0%

30 1083  634  1286              59.1%

40 503  529  1815              83.4%

50 161  264  2079              95.6%

60 23     80  2159              99.3%

70 4 13 2172              99.9%

80 1 3 2175            100.0%

90 0 0 2175            100.0%

                        

Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.403
Test Date: 2019-03-24 
Tested in accordance to IESNA LM-79-2008

Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.403
Test Date: 2019-03-24
Tested in accordance to IESNA LM-79-2008

PHOTOMETRICS - 10L

PHOTOMETRICS - 15L

Fixture: C4S10L35KWHT SURF
LED: 3500Kelvin, 80+ CRI

Delivered Lumens: 916
System Wattage: 10
System LPW: 91
Spacing Criteria: 1.00

Fixture: C4S15L35KWHT SURF
LED: 3500Kelvin, 80+ CRI

Delivered Lumens: 1438
System Wattage: 15.6
System LPW: 92
Spacing Criteria: 1.02

Zonal Lumens

Degrees Candela Zone Total % Luminaire

0 786

10   741 73 73 8.0%

20   640 195 268 29.3%

30   484 161 529 57.8%

40   245 228 757 82.6%

50     68 113 870 95.0%

60     18 38 908 99.1%

70       2 7 915 99.9%

80       0 1 916 100.0%

90       0 0 916 100.0%

Zonal Lumens

Degrees Candela Zone Total % Luminaire

0 1250

10 1194 117 117 8.1%

20 1043 316 433 30.1%

30 754 420 853 59.3%

40 343 336 1189 82.7%

50 128 166 1355 94.2%

60 35 67 1422 98.9%

70 4 14 1436 99.9%

80 0 2 1438 100.0%

90 0 1 1438 100.0%


